Gardener

Iposxekrop | 198-264 V
1 arrayLED 18 W DC - 20 W AC | CRI 80
81308N15

TexHnueckne JaHHbIE

Tun

TToeepxHOCTh

MecTo yCTaHOBKH

CreHa - ITotosok -
Ion

MecTo yCTaHOBKH OH;Peymm el:fe
HWcrouyHuk cBeta Cuj
Onrrka Spot
Light emission direction frontal
HomwuHanbHas MOIIHOCTh 18 W DC
MorHocTs o01iee 20W
CBETOBOM MOTOK (MCTOYHHUK) 2900 Im
Frequency 50 - 60 Hz
LBeroBas temneparypa / Tone 4000 K
KoadduupenT nperonepenayun 80 Ra
TTocT.TOK / IOCT. HANpsKEHUe AC

Kunacc uzonsmmn 2

1P 1P65
VlcnibiTaHue HUTH HaKaJIMBaHUS 850°
npsiMasi yCTAaHOBKA Ha HOPMAJIbHO BO3TOPAIOILMECs [IOBEPXHOCTH Ja

CE Ha
JpaiiBep npuitaraercs HpaiiBep
W3nenue ¢ perysiyeit spkoCTH CBETa Her

TToBOpPOTHBIN MeXaHU3M

Orientabile

00uMii yros (BepTUKaJIbHAs IIOCKOCTD) 150 °
OTKMIHOH MeXaHU3M Her
BO3MOKHOCTb YCTAaHOBKH Ha TPOTyape Her
CrnocoGHOCTb BBIIEPKUBATb BEC TPAHCIIOPTA Her
Iposoa npunaraercs Her
O6paboTka nonmMepamMmn Her
Tun cBETOBOrO M3JTy4eHUs Onuaprioe
H3JyYeHue
Bec HertO 1.50 Kg
3almTa OT AMEKTPOCTATUYECKUX Pa3psiioB 4KV
3amura ot nepeHanpsiKeH s 4KV

Ornrrryeckas TeXHOJIOTUs

Ottica arretrata low
glare

TexHonornueckue XapaKTEPUCTUKH U3JICITIUA

TCS

253
94

0T/eJIKa KOpIyc

Marepuan Jliroit rion naenernem amomianii EN AB - 46100
IIger TrcHeHue Oenbiii RAL 9003
00paboTKH AHOIMPOBAHHE CO CKBO3HBIMH TIOPAMH + IOPOIIKOBAS Kpacka

OT/JeJIKa pacceuBareib

Marepuan DKCTpa-MPO3PATHOE CTEKIIO - 3AKATICHHOS
IIger MPO3pavHBIN
06paboTKM TpadaperHas neyatsb

otaesxka OcHoBaHHe

Marepuan PC

Lser YepHbII
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Gardener e

Iposxekrop | 198-264 V | 1 arrayLED 18 W DC - 20 W AC | CRI 80
81308N15 Knacc sneproad g exrusaoctn

ror TIPOAYKT COAEPKUT NUCTOYHUK CBETA Kjlacca 3HEPFO3CIJ(13EKTI/IBHOCTPI E.

Iluminotechnical Oco6ennocrn

Single emission projectors for outdoor application. The natural white LED light Light Output Ratio (LOR) 0%
source with a spot light distribution is composed of 1 arrayled LEDs with CCT CeeroBoft noTox (HeTodHHK) 2900 Im
of 4000 K and a CRI 80; the source luminous flux is 2000 Im, with a 161.1 CBeTOBOI OTOK CBETIILHIKA 2050 Im
Im/W nominal luminous efficacy. Consumption 20w

KI1[] cBeTnibHUKA 102 Im/W
The device body is made of die-cast aluminium en ab - 46100 and features a Temnepatypa usera 4000 K
embossed white ral 9003 finish, processed by means of open pore anodizing + Standard Deviation of Colour Matching 2 Step MacAdam
powder coating; the diffuser is made of extra clear glass - tempered with a silk- Koadppuument uperonepenain 80 Ra
screening treatment. The ingress protection degree is IP65; the total weight is of Gamut Area Index 70 GAI
1.50 kg. Colour Rendering Index 14R9

IES TM-30 Rf 82
The total absorbed power is 20 W. IES TM-30 Rg 94

Black Body Locus On
The device features protection class IT and can be wall lights, ceiling or floor-
mounted. CraHzapTHas TemMIepatypa pabouei cpejibl -20/+50°C

OOGbIYHas TeMIIepaTypa CTeKIa 40°C

Compliant with the EN 60598-1 standard and its specific provisions.

LED Life / Failure Ratio
L70 B10 C0 296940h (at Tj 65 Ta 25)

UGR
UGR axial 16.3
UGR transversal 16.1
X=4H|Y=8H S=0.25H
A N Reflection factor 70/50/20
|-das sob|
OPTICAL
| 750 750 | Onrtuka CO/C180 18°
Light distribution simmetry Symmetrical

| 60° B0° |

COLOR VECTOR GRAPHIC

45° 45°

7000
30° 15° 0° 15° 30°
“cd/KIm n = 100%
co/c180
—— co/C270
E(0%) 49469
E(COD)  8.9° 24024
05 E(C0)  8.8° 24163
E(0°) 12367
E(C90) 8.9° 6006
1.0 E(C0)  8.8° 6041
E(0%) 5497
E(CO0) 8.9° 2660
15 E(C0) 88" 2685
E(0°) 3002
| E(COD) 8.9° 1502
20 E(C0) 88> 1510
E(0°) 1979
E(C90)  8.9° 961
25 E(C0)  8.8° 967
E(0%) 1374
0.94 E(CO0)  8.9° 667
[3.0 093 E(CO)  8.8° 671
Distance [m] Cone diameter [m] Tuminance (6]

C0/C180 (Half-peak divergence: 17.6°)
—— (90/C270 (Half-peak divergence: 17.8%)
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CTOMKHU

Mecro YCTAaHOBKH: lerreno,MaTepnan TNIOKPBITUSA: pC

Code
89371

Linea Light Group reserves the right, without any advance notice, to change the characteristics of their products, as well as the availability of the same at any time. No
3/3 8062023

O000product, relative technical data, illustrations and information are binding for Linea Light Group. Linea Light Group will not be held liable for any illustration, text and/or

0000translation\ errors. All values indicated are measured values. There is a +/- 10% tolerance for the flow, CCT and power data.

linealight.com


http://www.tcpdf.org

